
DATA SHEET

Skyworks Solutions, Inc.   •   Phone [949] 231-3000   •   sales@skyworks.com   •   www.skyworksinc.com
203295C   •   Skyworks Proprietary Information   •   Products and Product Information are Subject to Change without Notice

October 20, 20261

OLF300ET: Extended Temperature Hermetic Surface-Mount 
High-Speed Optocoupler

Applications
• Aerospace
• Defense
• Industrial
• Commercial

Features
• Thermal shock rated to –130 °C
• Electrical parameters assured 

over –55 °C to +125 °C
• 1000 VDC electrical isolation
• High-speed, 1 Mbps typical
• Open collector output
• 300 kHz bandwidth
• Similar to 6N135, 6N136, and 4N55 

type optocouplers
• Radiation tolerant
• For RoHS and other product compliance 

information, see the Skyworks Certificate 
of Conformance.

Description
The OLF300ET high-speed optocoupler family is 
suitable for interfacing TTL to LSTTL, TTL, or CMOS, as 
well as wide bandwidth analog applications.
Each OLF300ET has an LED and an integrated photo- 
diode transistor detector mounted and optically 
coupled in a custom 8-pin hermetic flatpack package, 
providing 1000 VDC electrical isolation between the 
input and output.   

Figure 1. Pinout and Functional Diagram

The integrated photodiode transistor improves the 
switching speed by orders of magnitude compared to 
standard phototransistors by reducing the base-to- 
collector capacitance. The internal shield provides high 
common-mode immunity performance.
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https://www.skyworksinc.com/Product_Certificate.aspx
https://www.skyworksinc.com/Product_Certificate.aspx
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Electrical Specifications

Table 1. Absolute Maximum Ratings1 
(TA = +25 °C, unless otherwise noted)

1. Exposure to maximum rating conditions for extended periods may reduce device reliability. There is no damage to the device with only one parameter set at the limit and all 
other parameters set at or below their nominal value. Exceeding any of the limits listed here may result in permanent damage to the device.

Parameter Symbol Conditions Min Max Units

Input

Average forward current IDD 20 mA

Peak forward current IFPK Pulse width ≤ 1 ms 40 mA

Reverse voltage VR 5 V

Input power dissipation   PD 36 mW

Output 

Average output current IOUT 8 mA

Peak output current IOUTPK 16 mA

Supply voltage VCC –0.5 18.0 V

Output voltage VOUT –0.5 18.0 V

Output power dissipation PD 50 mW

 Coupler 

Input to output isolation voltage2

2. Measured between pins 1, 2, 3, and 4 shorted together, and pins 5, 6, 7, and 8 shorted together.
 

VISO –1000 1000 V

Storage temperature range TSTG –130 150 °C

Operating temperature range TA –55 125 °C

Soldering temperature TSLD 20 seconds 240 °C

Electrostatic Discharge

MIL-STD-883, Method 3015
Human Body Model (HBM) ESD Class 1C rating 2000 V

ESD Handling: Industry-standard ESD handling precautions must be adhered to at all times to avoid damage to this device.
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Figure 2. Switching Test Circuit

Table 2. Specifications1 
 (TA = –55 to +125 °C, unless otherwise noted)

1. Performance is assured only under the conditions listed in the above table. Catalog OLF300ET is 100% tested at 25 °C only and specifications over temperature are assured by 
design or initial characterization.

Parameter Symbol Conditions Min Typ Max Units

Input

Forward voltage VF IF = 10 mA 1.7 2.5 V

Reverse breakdown voltage BVR IR = 10 µA 3 V

Logic State (VO) Behavior

Logic high output current IOH IF = 0 mA, VO = VCC = 15.0 V 0.27 100.0 µA

Logic low supply current ICCL IF = 10 mA, VCC = 15.0 V, VO = open 9 200 µA

Logic high supply current ICCH IF = 0 mA, VCC = 15.0 V, VO = open 0.4 10 µA

Coupler

Current transfer ratio (IC/IF) CTR VCC = 4.5 V, IF = 16 mA, VO = 0.4 V 5 11 %

Input-output leakage current2

2. Measured between pins 1, 2, 3, and 4 shorted together, and pins 5, 6, 7, and 8 shorted together. TA = 25 °C, duration = 1 second.

II-O RH ≤ 50%, VI_O = 1000 VDC 1 µA

Propagation Delay Time Logic

High to low tPHL VCC = 5 V, IF = 16 mA, 
RL = 8.2 kΩ, CL = 50 pF

0.3 2 µs

Low to high tPLH 0.8 6 µs

Common Mode Transient Immunity3

3. Assured by design. Characterized at initial product release, not production tested.

Logic high level CMH
VCM = 10 VP-P, IF = 0 mA,
 RL = 8.2 kΩ >1 kV

Logic low level CML
VCM = 10 VP-P, IF = 16 mA,
 RL = 8.2 kΩ >1 kV
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Typical Performance Characteristics (TA = 25 °C, Unless Otherwise Indicated)

Package and Handling Information
Instructions on the shipping container label regarding exposure to moisture after the container seal is broken must be 
followed. Otherwise, problems related to moisture absorption may occur when the part is subjected to high temperature 
during solder assembly.
Care must be taken when attaching this product, whether it is done manually or in a production solder reflow environment.

Figure 3. LED VF vs. Temp.                 Figure 4. Normalized IOUT vs. Temp.

Figure 5. tPHL and tPLH vs. Temp
IF = 32 mA RL = 8.2 kΩ, VCC = 5 V

Figure 6. tPHL and tPLH vs. Temp.
IF = 32 mA RL = 4.1 kΩ, VCC = 5 V
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Figure 7. Typical Part Marking

Figure 8. Package Dimensions

Table 3. Additional Package Information

8-Lead Flatpack
(OLF300ETYYY-N)

Surface mount

Lead finish/plating Min 60 µin Au over 
min 80 µin Ni

Lead thickness 5 mils

Hermetic Yes

Max package weight 0.180 grams

CAGE code 0JGG3

Part Number

Skyworks
Designator

Pin 1
Indicator

Date Code
XX (Year) YY (Weeks)

NNN

YYY

Serial Number
(Hi-Rel Parts as Required)

0.015” ± 0.002”

0.050” BSC

0.030” ± 0.005”

0.180” Sq. Maximum 0.200” Minimum

0.004”/0.006”

Sea�ng Plane

0.100” Maximum
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Ordering Information

Copyright © 2015, 2017, 2026, Skyworks Solutions, Inc. All Rights Reserved. 

Information in this document is provided in connection with Skyworks Solutions, Inc., and its subsidiaries (“Skyworks”) products or services. These materials, 
including the information contained herein, are provided by Skyworks as a service to its customers and may be used for informational purposes only by the 
customer. Skyworks assumes no responsibility for errors or omissions in these materials or the information contained herein. Skyworks may change its 
documentation, products, services, specifications or product descriptions at any time, without notice. Skyworks makes no commitment to update the 
materials or information and shall have no responsibility whatsoever for conflicts, incompatibilities, or other difficulties arising from any future changes.

No license, whether express, implied, by estoppel or otherwise, is granted to any intellectual property rights by this document. Skyworks assumes no liability 
for any materials, products or information provided hereunder, including the sale, distribution, reproduction or use of Skyworks products, information or 
materials, except as may be provided in Skyworks’ Terms and Conditions of Sale.

THE INFORMATION IN THIS DOCUMENT AND THE MATERIALS AND PRODUCTS DESCRIBED THEREIN ARE PROVIDED “AS IS” WITHOUT WARRANTY OF ANY 
KIND, WHETHER EXPRESS, IMPLIED, STATUTORY, OR OTHERWISE, INCLUDING FITNESS FOR A PARTICULAR PURPOSE OR USE, MERCHANTABILITY, 
PERFORMANCE, QUALITY OR NON-INFRINGEMENT OF ANY INTELLECTUAL PROPERTY RIGHT; ALL SUCH WARRANTIES ARE HEREBY EXPRESSLY DISCLAIMED. 
SKYWORKS DOES NOT WARRANT THE ACCURACY OR COMPLETENESS OF THE INFORMATION, TEXT, GRAPHICS OR OTHER ITEMS CONTAINED WITHIN THESE 
MATERIALS. SKYWORKS SHALL NOT BE LIABLE FOR ANY DAMAGES, INCLUDING BUT NOT LIMITED TO ANY SPECIAL, INDIRECT, INCIDENTAL, STATUTORY, OR 
CONSEQUENTIAL DAMAGES, INCLUDING WITHOUT LIMITATION, LOST REVENUES OR LOST PROFITS THAT MAY RESULT FROM THE USE OF THE MATERIALS OR 
INFORMATION, WHETHER OR NOT THE RECIPIENT OF MATERIALS HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

Skyworks products are not designed, intended, authorized, or warranted for use or inclusion in life support or life endangering applications, devices, or 
systems where failure or inaccuracy might cause death or personal injury. Skyworks customers agree not to use or sell the Skyworks products for such 
applications, and further agree to, without limitation, fully defend, indemnify, and hold harmless Skyworks and its agents from and against any and all 
actions, suits, proceedings, costs, expenses, damages, and liabilities including attorneys' fees arising out of or in connection with such improper use or sale.

Skyworks assumes no liability for applications assistance, customer product design, or damage to any equipment resulting from the use of Skyworks 
products outside of Skyworks’ published specifications or parameters. Customers are solely responsible for their products and applications using the 
Skyworks products.

“Skyworks” and the Skyworks Starburst logo are registered trademarks of Skyworks Solutions, Inc., in the United States and other countries. Third-party 
brands and names are for identification purposes only and are the property of their respective owners. Additional information, including relevant terms and 
conditions, posted at www.skyworksinc.com, are incorporated by reference.

Part Number Description

OLF300ET Extended Temperature Hermetic Surface-Mount High-Speed Optocoupler
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