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Optional bypass diodes for >7W applications are
in parallel with C10-C17

Vneg is a thermal plane as wel as ESD and EMI.
Use thermal vias to at least 1 inch square plane
on backside 1 to 1.2mm pitch 0.3 to 0.33mm diameter.
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	R6.2 (R6.2)
	C20.1 (C20.1)
	U1.FB (U1.20)
	R5.2 (R5.2)
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	LB1.LABEL (LB1.1)

	N1344300
	R1.2 (R1.2)
	J1.LED_A2 (J1.A2)

	N1366006
	L1.2 (L1.2)
	FB1.1 (FB1.1)
	C5.2 (C5.2)

	N1383049
	J1.PWR2 (J1.8)
	L5.1 (L5.1)

	N1386195
	J1.PWR3 (J1.9)
	L4.1 (L4.1)

	N1386202
	J1.PWR4 (J1.10)
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	N1387215
	U1.RDET (U1.6)
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	N1391676
	R3.2 (R3.2)
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	U1.CT1 (U1.14)
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	D9.CATHODE (D9.K)
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	C17.1 (C17.1)
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	D8.ANODE (D8.A)
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	R1.1 (R1.1)
	D12.CATHODE (D12.K)
	C4.2 (C4.2)
	R9.2 (R9.2)
	C2.1 (C2.1)
	D14.CATHODE (D14.K)
	C10.2 (C10.2)
	C5.1 (C5.1)
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	C13.2 (C13.2)
	R4.1 (R4.1)
	D15.CATHODE (D15.K)

	VSS
	J1.LED_K1 (J1.K1)
	C4.1 (C4.1)
	C2.2 (C2.2)
	C7.1 (C7.1)
	U1.HSO (U1.7)
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